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For a slideshow of the Deluxe Stand assembly, please visit:  

http://www.tormach.com/Deluxe_Stand/album/index.html  

 

1.  To assemble the stand feet 

place the Spacer  (3) onto the   

bolt of Iron Foot Pad (4);  

Insert the bolt of the Foot Pad 

(4) into the Bottom base ;  Add 

the Flat Washer  (3) an d Nut (1)  

and tighten.  

 

                   

 

 

 

Fig. 1  

1.  Nut (M12);  

2.  Flat Washer (12);  

3.  Spacer ;  

4.  Iron Foot Pad;  

 

 

 

2.  To help align the mill on 

the stand p lace the 

Double - End Stud (6) into 

one of the top hole s, and 

then tighten.  

 

 

 

 

 

 

 

 

 

 

 

Fig.  2 

6.  Double - End Stud;  
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3.  After assembly , the stand  

should look like  Fig. 3.  

 

 

 

 

 

 

 

 

 

 

 

 

 

              Fig. 3  

 

 

 

4.  The mill should be hoisted 

up to the stand  base .  

 

 

 

Attention:  

The bolt  should be aligned with 

the through - port on the bottom 

of the mill .  

 

 

 

 

                   

Fig . 4  
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5.  Place the Adjusting Plate    

on the Double - end Stud (6), 

and then fasten it.  Place 

the Flat Washer (9), 

Spring Washer  (8) then  add 

and tighten the Nut  (7).  

 

 

 

 

 

 

 

Fig. 5  

  6. Double - End Stud (M12 x 130) ;  

7.  Nut (M12);  

8.  Spring Washer  (12);  

9.  Flat Washer (12)  

 

 

 

 

6.  Use silicone caulk to 

all the seams and bolt 

holes. Mount the L Chip  

Tray (10) and R Chip  

Tray (11 ), and then fix 

them with I nner Hexagon 

Screw s and Nut  (M6) .  

Let the silicone caulk 

cure before removing 

the excess.  

 

 

 

 

 

Fig. 6  

10.  Left Chip  Tray;  

11.  Right Chip  Tray;  
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